Manual shears
Rucné noznice
TS, TPS
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Ruéné noznice TPS

Noznice TPS su ru¢ne ovladané, uréené na strihanie tenkych
plechov. Mechanizmus zaru€uje jednoduché a efektivne
operacie. Tieto nozZnice su idedlne pre streSné, izolacné a
klampiarske prace kde hrubka plechu nepresahuje 1,5mm s
pevnostou 400N/mm2. Su tiez vhodné na strihanie plastov,
papiera a podobnych materialov.

K Standardnej vybave patri zadny doraz s odmeriavanim po
0,1mm, pogumovany pridrziavaé plechu, prediZenie stroja a
jednoduché pravitko na stole noznic.

Manual shears TPS

The manual shears models TPS with its developed and well-
balanced tension mechanism ensures easy yet very effective
operation. Along with standard applications this sheet is ideal
for roofing, insulation and plumbing work where sheet
thickness does not exceed 1,5 mm. Standard equipment
includes: a spindle adjusted back-stop with mm — counter,
bench extension, simple bench angel —stop 90°.
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Ruéné noznice TS

Modely TS 06/12 a TS 10/10 su ru€ne ovladané noznice
robustnej konstrukcie vhodné pre presné strihanie plechov,
dosiek ploSnych spojov, plastov a pod. Modely TS su
Standardne vybavené zadnym dorazom s milimetrovou
stupnicou s moznostou nastavenia Sikmych strihov. Stroj je
nenaro¢ny na udrzbu a prevadzku.

Motoricku verziu tychto noznic najdete v sekcii motorické
noznice.

Manual shears TS

Types TS 06/12 and TS 10/10 are manual shears of massive
construction suitable for punctual shearing of thin sheets,
circuits panels, plastics etc. Model TS in standard are equipped
by back gauge with millimeter scale with ability of sloping cuts
adjusting. Machine is easy operated and maintenance. Motor-
driven version of these shears you can find in the section motor-
driven shears.

Standardné vybavenie TS: Specialne vybavenie TS:

- zadny doraz s milimetrovou stupnicou
- predny uhlovy doraz

- ovladaci panel

- zadny ochranny systém

Standard equipment TS:

- back gauge with milimeter scale
- front angle stop

- control panel

- back safety system

- stand

Technical parameters of manual shears TGS a TGS P
Technické parametre ruénych ohybacich strojov TPS, TS

Model Shearing Max. sheet thickness Lenght of Width of Height of Lenght
oce length steel 400N/mm* working table working table working table 9
Model

- $pecialne noze
- podstavec pod noznice

- special knives

Special equipment TS:

Strizna Maxhriibka plechu | Dizka pracovnej Sirka pracovnej | Vyska pracovnej Vyska Ve
dizka ocel 400N/mm’ plochy plochy plochy
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Producer reserves the right to change all specifications subject without notice.
Vyrobca si vyhradzuje pravo na zmenu vSetkych udajov bez
predchadzajuceho upozornenia.
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