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TBL 07/20 TBL 20/10 TBS 20/10
TBL 10/15 TBL 25/10 TBS 25/10
TBL 10/10 TBL 30/10 TBS 30/10
TBL 13/12 TBL 40/08

Modely TB , poskytuju lahko ovladatelné, fahké, ru¢né stroje zvlast
vhodny pre ohybanie tenkych plechov. Stroje s v ponukané v dvoch
prevedeniach: L - 45 stupniova lita, S liSta tvorena zo segmentov.
Vyhoda strojov rady TB je ich lahka demontaz pre dopravu. Modely
TBL a TBS su ponukané v tychto pracovnych dizkach: 2000 mm, 2500
mm, 3000 mm a 4000 mm. Modely TBS su vybavené vyberatelnymi
segmentmi na pritlaénom nosiku pre vyrobu krabicovych produktov.

Standardné vybavenie:

- uhlomer pre nastavenie uhla ohybu

- nastavenie ohybacieho nosnika
podla hrubky materialu

- systém kompenzacie priehybu ohyb.
nosnika (bombirung)

Standard equipment:

- goniometric for adjusting of angle fold
- folding beam adjustment according
material thickness

- system of folding blade compensation
(bombirung)

Specialne vybavenie:

- zadny stol s narazkami ST
- uzamykaci pedal MP
Special equipment:

- back stocking table ST
- locking pedal MP

- ruéné zadné dorazy typov SBS, MSD, MOD
- kotuCoveé noznice s vedenim typov K0,8 a BS0,8

- manual back gauges SBS, MSD, MOD
- rotary shears with rails K0,8 and BS0,8

Manual folding machines
Ruéné ohybacie stroje
TB,TBL,TB S, TB SH, TB 3SH
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TB 15/10 TB SH 10/12
TB 20/08 TB SH 13/10
TB SH 15/08

TB 3SH 13/10
TB 3SH 10/12

The TB range of folders provides easy to operate, light, manual
machines particularly suited for folding thin sheet metal. The machines
are offered with two types of clamping bars: L-Low 45 degree and S-
high segment-divided. It easy to demount the under frame for
transportation. The Models TBL and TBS are offered in this working
length 2000 mm , 2500 mm, 3000mm and 4000 mm. The models TBS
are fitted with removable segments in the clamping beam for box and
pan work.

- ohybacia lista 10mm ako sucast ohyb. nosnika

- lista pritlacného nosnika 20°

- radiusové listy (iba pre TB, TBL)

- radiusové segmenty (Iba pre TB S, TB SH, TB 3SH)

- folding blade 10mm as part of folding beam

- blade of clamping beam 20°

- radius blades (only for TB, TBL)

- radius segments (only for TB S, TB SH, TB 3SH)

Technical parameters manual folding machines TB, TB L, TB S, TB SH, TB 3SH
Technické parametre ruénych ohybacich strojov TB, TB L, TB S, TB SH, TB 3SH
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Producer reserves the right to change all specifications subject without notice.
Vyrobca si vyhradzuje pravo na zmenu vSetkych udajov bez
predchadzajuceho upozornenia.



